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Datasheet 

Lightish Extension 

3 Meter - With Pigtails 
 

FEATURES 

• VERSATILE CONNECTIVITY 

Offers Xconnect or RayWu pigtails, ensur-

ing wide compatibility. 

• HIGH QUALITY CABLE 

With 3 copper wires of 0.75mm², ensuring 

low resistance minimizing the voltage drop 

in the installation. 

• WEATHER RESISTANT 

UV rated and IP67 certified, making it suit-

able for indoor and outdoor use. 

• PRACTICAL DESIGN 

Available in black with an approximate ca-

ble diameter of 6.6mm, blending seam-

lessly into most setups. 

APPLICATIONS 

• GARDENING AND LANDSCAPING 

• ART DISPLAYS 

• FESTIVE LIGHTING 

• HOLIDAY LIGHT SHOW 

 

GENERAL DISCRIPTIPTION 

Maximize your lighting with the Lightish 

Extension lineup. Enjoy seamless connec-

tions with easy-to-use pigtails, available in 

various lengths to suit any setup.

 

SKU EX-3-B-XC EX-3-B-RW 

Electrical 

Connector Xconnect RayWu 

Voltage range 5V-48V DC 5V-48V DC 

Rated current 5A 5A 

Area of 
use 

IP-rating IP67 IP67 

Outdoor use Yes Yes 

Operating temperature (-)20°C-50°C (-)20°C-50°C 

UV Rated Yes Yes 

Physical 

length 3 meters 3 meters 

Cross section 3x0.75mm² 3x0.75mm² 

Type RVV RVV 

Material PVC PVC 

Color Black Black 

Cable diameter Aprox. 6.6mm Aprox. 6.6mm 

Weight 0.21 kg 0.21 kg 

 


